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FEATURES 



VERSATIUTY-The Dyna-Jet Model 747 lube tester checks over 99% o{ 
all vacuum tubes in general use in television receivers, radios, and 
audio equipmenL Over 2500 tube types are listed in the tube chart. 

FAST “JET-CHECK” TESTEVG— Most of the popular television and 
radio tubes can be checked on the “Jet-Check” section, which re- 
quires setting only the HEATER and SENSITIVITY controls before 
testing can begin. 

PROGRAMMED TESTING— All tube types which cannot be tested in the 
“Jet-Check” section can be given the same type tests in a separate 
programmed section. A program switch for each pin of the tube sets 
up the test circuit. Such programmed testing means the instrument 
is obsolescence proof; all new tube types that are introduced can 
be tested. 

DYNAMIC TESTING-Amplifying tubes in either the "Jet-Check” or 
programmed section are given a true dynamic mutual conductance 
(Gm) test. Diodes and rectifiers are tested for emission. Test results 
are reliable, even for high voltage regulators, A large, easy- to-read 
BAD— ?— GOOD meter displays the test results. 

HIGH VOLTAGE REGULATORS— A special dynamic test has been de- 
signed into the Model 747 to properly test high voltage regulator 
tubes with proper plate current. Some competitive testers destroy 
tubes with a high current emission test, while others test with insuf- 
ficient current which results in all tubes testing good. This special 
dynamic test injects a signal voltage to the grid and another much 
higher voltage applied to the plate. After extensive set testing and 
circuit design we now have a test that separates the good tubes from 
the bad. 

SHORTS TEST— A single pushbutton shorts test checks shorts or leakage 
between elements. Leakage paths up to 1 megohm will light the 
SHORTS lamp, and leakage as low as microampere can be 
detected on the meter. 
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GRID L>nSS10M TEST— A single pushbutton test checks gas, grid emis- 
sion, or grid-to-cathode leakage by a sensitive grid current check. 
Ci,d leakage patlis oI 100 megohms can be easily detected on the 
meter. 

LIFE TE5T-A single slide switch checks life expectancy by dropping 
heater and operating voltages 10% to determine the tube’s reserve 
capacity. 



DL.AL SECOON TUBE TESTING— Each section of a dual section tube 
is tested separately. Therefore, tubes with identical sections can be 
checked and selected for balance between sections. This is conveni- 
ent for selecting dual section tubes to be used in push-pull circuits. 



TUBE CHART— The tube chart is an integral part of the tester. It lists 
all set-up instructions for testing each tube type. Pages are indexed 
for ease and speed in locating tube types. Over 2500 listings cover 
nearly all tube types available. Additions are published regulary to 
add the newest tube types. 



VOLTAGE REGULATED— Compensation for line voltage variations gives 
highly reliable test readings at all times. 



PORTABILITY— The rugged, easy to carry case, which is made of molded 
plastic, allows the tester to be carried into the home on service calls, 
or used on the bench. 



PIN STRAIGHTENERS— Five built-in pin straighteners accommodate all 
tube types with flexible pins. 



OVERLOAD PROTECTION— Manual reset circuit breaker provides pro- 
tection for internal parts if an unusally high load is plugged into 
the circuit (shorted tube). 
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OPERATOR’S CONTROLS 

(Refer to Figure 1) 
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OPERATING INSTRUCTIONS 



INTRODUCTION 

The tube tester can be used for testing all types of tubes. The more 
popular television and radio tubes are tested in the '‘Jet-Check” sockets 
(sockets No. 1 thru 21), while the more uncommon tube types are tested in 
the programmed sockets (sockets No. 22 thru 30). Set-up information such 
as the correct HEATER and SENSITIVITY settings, the proper tube 
socket, and how to set up any other switches necessary for testing is found in 
the tube chart. All tube types are listed in alpha-numeric sequence in the 
tube chart. 

The "Jet-Check" section provides very fast testing for the most com- 
monly tested tubes, since no set-up is required other than setting the 
HEATER and SENSITIVITY controls. The most popular tube types are 
listed beside the propicr test socket, along with the proper SENSITIVITY 
setting (example: 6EW6-77). This simplifies testing even further, allowing 
you to skip the use of the tube chart for test set-up. Tube types that are 
identical except for heater ratings (example: 6AU7, 7AU7, 12AU7) may be 
tested in the same socket by selecting appropriate HEATER voltage, 
although only one type is listed beside the socket. The first number of the 
tube type usually corresponds to the heater voltapre. 

3AL5 (set HEATER switch to 3) 

6AJL5 (set HEATER switch to 6) 

I2AL5 (set HEATER switch to 12) 

When the tube type listing beside the socket has two SENSITIVITY 
settings (example: 12AU7-75-75), the tube contains two sections, each of 
which is to be tested separately. The first SENSITIVITY value is to be 
used with the TEST 1 pushbutton for testing the first section, and the sec- 
ond SENSITIVITY value is to be used with the TEST 2 pushbutton ior 
testing the second section. 

For testing tubes in the programmed section, refer to the tube rhait and 
set the program switclies as indicated. The prograni switches select the type 
of signal or voltage for each pin of the tube. For multiple-section tubes, 
there arc multiple entries for that tube type in the chart. The tube is not 
completely checked until all sections liave been tested. Some tubes li.ive 
as many as four sections, thus four entries in the chart. 
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CONDENSED JESTING PROCEDUKE 

C Scl iJie HEATER svkitch 12 fnr the prope** hejiU'r voltage* Also 
set up the program siviU'hes 18 if the tube is to l>e tcsieil in the 
programmed section. 

2. PJiig the tube into ihc correct socket- iN’ever plug in more than 
one tube ut a time. 

3. Set the SENSITIVITY control, 14- 

4. Test in sequence : 

SHORTS Defective tube if SHORTS lamp 3 lights or 

GRTO EMISSION meter 2 reads in GRID EMISSION-REJECT 

portion of scale, 

TEST I Defective lube if meter reads BAD on BAD-?- 

GOOD scale. Some low Gm tubes use TEST 2. 

TEST 2 Defective tube if meter reads BAD on BAD-?- 

GOOD scale. Used only on some dual^section 
tubes and special tube lypea, 

LIFE TEST Short luhe life if meter reading drops 25% 

from TEST I or TEST 2 reading. 

COMPREHENSIVE TESTING PROCEDURE 

A. PREPARATION FOR TESTING 

1- Open the case. 

2. Connect the power cord 9 to an ac outlet. 

3. Turn the POWER switch 11 ON. The pilot lamp 4 should light. 

4 . Find the listing in the tube chart 24 for the tube type to be tested. 
Refer to the following examples for additional information on how- 
to use the tube chart. 

5. Set the HEATER switch 12 for the correct heater voltage before 
inserdng the tube into the test sockeL Failure to observe this pre- 
caution could result in a burned out filament. 

CAUTION NOTE: 

r>o not plug a tube into an incorrect socket number as this may cause a 
short circuit in the filament supply. This will result in trip-off of the over- 
load circuit breaker located between the SENSITIVITY control and the 
FILAMENT VOLTAGE selector control. 

If the pilot light does not light when the unit is turned on. reset the 
circuit breaker by momentarily depressing the RED reset button. 
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C. PROGR^VMMED SET-UP 

J. ]f the SOCKET column of the tube chart ipecjTies sockets No. 22 
thru 30, the tube will be tested in the progranimcd section. Uo not 
plug the tube into the socket until the program switdics 18 are 
proj)crly set. 

2 Puli the RESET level 17 fully forward to reset program switches ] 
ihiu 12 to the off (•) position. 

S. Set ilie program swtiches 18 as specified in the chait. Eoi multi- 
section tubes, each section is tested separately. Wffien this occurs, 
initially, program the first listing in the chart. 

4. Ping the tube into the specified socket. Never plug in more than 
one tube at a time. 

5. For tubes with caps, connect the cap (supplied with tester) to the 
receptacle specified in the chart (G, K, P, Y or Z) 15, 16, 19, 22 or 
23. 

WARNING 

Do not push the TEST 1 or TEST 2 buttons while handling an 
exposed plate cap lead. Up to 200 volts ac or dc is present at that 
time. 

6. Set the SENSITIVITY control 14 as specified in the tube chart. The 
tube is now ready for testing. 

D. SHORTS TEST 

Always perform the SHORTS test first. A shorted tube could damage 

the tester. 

1. Press and hold down the SHORTS pushbutton 8. 

2. The tube is defective if the SHORTS lamp 3 lights or the meter 
deflects into the GRID EMISSION REJECT portion of the scale. 

3. Tap the tube gently to check for intermittent shorts. Release the 
SHORTS button. 

E. GRID EMISSION AND GAS TEST 

1. Press and hold down the GRID EMISSION pushbutton 7. 

2. The tube is defective if the SHORTS lamp lights or the meter 
deflects into the GRID EMISSION-REJECT portion of the scale. 
Release the GRID EMISSION pushbutton. 

F. TUBE QUALITY TEST 

(Mutual Conductance Test for Amplifiers. Emission Test for Diodes 

and Rectifiers) 
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1. Press the TEST 1 6 or TEST 2 5 button, as specified in the tube 
chart. 

2. Read the tube condition on the BAD-?-GOOD scale of the meter. 
Tubes that read BAD are defective. The decision whether or not to 
replace tubes that read in the (?) portion of the scale depends upon 
their application. For amplifiers that have low input signal levels 
(such as rf amplifiers), and tubes that operate at near maximum ca- 
pacity, questionable tubes should be discarded. However, if fairly 
high input signals are used and the tube has reserve gain in normal 
operating conditions (for example, an audio preamplifier— seldom are 
they driven to full capacity), a questionable tube could serve 
satisfactorily. 

COMMENTS 

• Certain low power tubes cannot drive tlie meter to the GOOD portion 
of the scale, even if normal. The minimum value is specified in the 
tube chart immediately below the tube listing in such cases. 

• The mutual conductance test may be used to select a balanced pair of 
amplifiers (for push-pull applications, for example) by using the numer- 
ical reference scale on the meter and selecting two tubes (or a tube with 
two identical sections) that give equal readings. 

• The second section of many dual-section tubes is checked by resetting the 
program switches and again using the TEST I button. Follow the tube 
chart data. 

• When testing additional sections of multisection tubes, reset program 
switches to the off (•) position by use of the reset lever after each sec- 
tion is tested. 

• WHEN TUBES ARE REPROGRAMMED TO TEST ADDITIONAL 
SECTIONS REPEAT THE SHORTS TEST AND GRID EMISSION 
& GAS TEST FOR EACH SECTION. 

G. LIFE TEST 

1. Press and hold down the TEST I or TEST 2 button as specified on 
tube chart (repeat the tube quality test) until the reading remains 
constant after warmup. 

2. Note the reading on the numerical scale of the meter. 

3. Continue to hold the TEST button and push the LIFE TEST 
switch 10 to the ON position. 

t. After lO seconds, again note the meter reading and compare it with 
the original reading (the lO-second period allows the heater to sta- 
bilize at the lower value). If the tube has good life expectancy, both 
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PRINCIPLES OF TUBE TESTING 



DYNAMIC MUTUAL CONDUCTANCE TESTING 



A. Introduction 

In radio and television circuits practically all tubes (except rectifiers 
and diodes) are used as some type of amplifier. Even oscillator circuits (i.e. 

horizontal oscillators) are basically amplifiers with regenerative 
feedback. Therefore, the most important characteristic to be checked to 
determine how effectively any radio or TV tube will function in its circuit, 
is its ability to amplify. This, in turn, is governed by its mutual conduc- 
tance. 

The mutual conductance is the ratio of change in the plate current that 
results from a small change in grid voltage. 

Gm — where; 

^Ip = a change in plate signal current 
AE, = a small change in grid signal voltage. 

The amplification of a circuit = G„,Ri. Where Ri is the equivalent load 
resistance of the stage. 

Since R| is constant in any circuit, we see that the amplification depends 
directly on the G„ of the tube. 




Figure !. Dynamic Mutual Conductance Testing 
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B. Circuit Analysis 

Reter to Figure J. Transioinier 11 provides the ac grid signal voltage 
tor the test. The signal trom the sccoiuiary ot 1 1 is deve!o[>ed across 
the bridge network consisting of R22, R25, I'L 1 and I'L 2. I he bridge 
network gives automatic line voltage compensanon as follows: 

• An increased transformer voltage causes the lamps to burn brighter 
and hotter. 

• Resistance of the bulbs increase as they become hotter. 

• As the resistance of the bulbs increases, proportionally more voltage 
is dropped across the bulbs and less across the resistors. 

• The signal level at the output of the bridge decreases. 

The opposite conditions apply when the primary voltage decreases. 
Thus, the network compensates under high line voltage conditions to pro- 
vide less signal and under low line voltage conditions to provide more 
signal. This variation in signal drive compensates for plate voltage varia- 
tions so that meter readings become strictly a matter of tube condition, and 
are not affected by line voltage variations. 

Adjustable resistor R21 is a calibration adjustment which sets the signal 
level. A negative dc power supply circuit furnishes bias voltage for the tube 
being tested. Both signal and bias are applied to the grid of the tube 
under test. 

During the G« test/plate voltage for the tube is altematdy provided by 
rectifier circuits D1 and Tl, then D4 and Tl. The plate current path is 
completed through a bridge network R3, R4, R5 and R6. The relative G„ 
meter (BAD-P-GOOD meter) is connected across one leg of the bridge net- 
work to sample plate current. 

When a resistive load is placed in the tube socket, which represents a 
tube with zero plate current through the bridge is balanced and the 
meter reads zero. Plate currents of equal amplitudes but opposite directions 
give an average current of zero uA. 

The G„ for a given tube can be measured accurately by applying the 
correct amount of a.c. signal voltage to the grid and measuring the resulting 
a.c. plate current. This is done by means of a sensitive bridge arcuit. 

Measuring the mutual conductance of a tube provides the most accurate 
and all inclusive single test that can be made on any tube. 

When an amplifying tube is placed in the circuit, the signal voltage is 
in-phase with one plate transformer winding and out-of*phase with the 
other plate transformer winding. The positive going portion of the signal 
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voltage to the plate. The rectifying action of the tube allows current to 
flow only ill one direction through the meter and an indication of the 
tube’s emission is measured. Low voltage diodes such as signal (.ietcclois use 
a current limiting resistor to represent actual circuit conditions and to 
limit current to a safe level. Rectifiers arc tested without current limiting 
to test their current capabilities under actual circuit conditions. High 
voltage rectifiers are tested from a separate high voltage ac source to com- 
plete the full range of dynamic test contlitions. 




-DC BIAS 

Figure 4. Shorts Test 

SHORTS TEST 

Refer to Figure 4. The shorts test applies normal bias voltage to the 
tube being tested, but grounds the screen while applying a positive dc 
voltage to the plate and the filament. If any element is shorted to the plate 
or filament, the resulting current will develop a high potential across resistor 
R20 and fire the neon SHORTS lamp also, any leakage resistance of 1 meg- 
ohm or less will cause the lamp to light. If any element is shorted to the 
grid, grid current will flow and develop a voltage across R12. Such grid 
current biases field effect transistor Q1 into conduction and produces a 
meter reading in the GRID EMISSION REJECT portion of the scale. 

GRID EMISSION TEST 

A. Introduction 

The Grid Emission Test is an invaluable aid in TV servicing because it 
quickly picks out those tubes which can cause trouble in a.g.c., sync, I.F. 
amplifier, and R.F. tuner .circuits. 

In order to understand how a tube can have "gnd emission” and “gas 
current” we must look into the theory of electron tubes. 

There is normally some little evaporation of the cathode coating mate- 








rial on the grid of a tube. Some of this vapor tends to deposit on the grid 
and gives rise to what is known as “grid emission”, where the grid itself 
emits electrons and draws current commonly known as “negative grid 
current”. 




Figur* 5. Grid Emission Curront 

The electrons flow from the grid to the plate then back through the 
power supply to the gnd leak resistor R, and up to the grid again. (See 
Fig 5.) Notice that the voltage drop across the grid leak resistor Rj, is such 
that it causes the grid to go more positive than it normally would with no 
grid emission. 

If a slight amount of “gas'" is present in a tube some of the electrons 
from the cathofcde lfiriir collide with molecules of the gas and may knock off 
one or more electrdns, leaving positive ions^ (ionization). Some of these 
positive ions may’thcn strike the grid, taking an electron from the grid to 
form a gas molecule ag^in. The electron flow of this “gas current” is ex- 
actly the same as it is for the “grid emission current-'. Notice again that 
the grid is made more p<Ssitive by this “gas current”. 

Now let us see what happens it an l.F. amplifier tube in a TV set has 
grid emission current or gas current (negative grid current). In Figure 5 
we noted that the gnd would tend to go more positive if negative grid 
current flowed. 

In Figure 6, a typical l.F. stage, we see that if there is any negative grid 
current, the bias voltage in that stage and other associated stages will go 
more positive because of the flow of current through Rl. Because of the 
high resistance values normally encountered in tube type AGC circuits, very 
little negative grid current is necessary to cancel the effects of the negative 
AGC voltage. Making the g^id more positive will drive the tubes to satura- 
tion, causing clipping or overloading. 
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After detection, a video signal normally appears as shown in Figure 7. 
If the signal is clipped in an I.F. stage, it will look like Figfure 8. Now the 
horizontal oscillator will try to synchronize both on the blanking sigfnal (A) 
and on the very black portions of the video (B). This results in pulling or 
snaking of the picture. 





B. Circuit Analysis 

Refer to Figure 9. A highly sensitive, solid state grid emission test cir- 
cuit measures leakage as low as ^ microampere (100 megohms leakage 
resistance). During the grid .ernission test, normal plate and screen voltages 
are applied to the tube under test, but a high negative dc voltage is applied 
to the g^id. The'tube is biased well beyond cut-off so that no plate current 
flows in a good tube. The meter is driven by a field effect transistor (F^T) 
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Ql. This FET is also biased to cut-off, resulting in a zero meter reading. 

However, if the tube is gassy or its grid is contaminated with some of 
the cathode coating, the negative grid emission flows through resistor RHi 
and R13 which are also common to the FET gate. This current causes the 
gate voltage of the FET to rise in the positive direction, biasing it into 
conduction and producing a meter reading. The greater the grid emission 
current, the greater the meter reading. If the leakage current is excessive 
the SHORTS lamp will also light. 

Diodes are checked for shorts or gas by this test. The negative dc volt- 
age is applied to the plate of the diode, while its cathode is grounded. Any 
reverse current will develop a forward bias to the FET and cause the meter 
to deflect. 

A solid state diode across the meter shunts excessive current to protect 
the meter. More than full scale readings are easily obtained due to the 
extreme sensitivity of the circuit; therefore, meter protection is required. 

Calibration adjustment RIO in the source circuit of the FET sets the 
sensitivity of this test circuit so that leakage paths of 100 megohms or less 
will cause the meter to deflect into the GRID EMISSION-REJECT por- 
tion of the meter. 
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LIFE TEST 

Refer to Figure 10. The life test will help you judge how much useful 
life still remains in a tube being tested. A tube may test okay on the G« 
test, but the life test tvill detect whether or not it is in the process of losing 
its G„. The test is conducted by holding the LIFE TEST switch in the; 
ON position and repeating the G„ tesL 

When the LIFE TEST switch is placed in the ON position, additional 
windings are connected into the primary which reduces the voltage induced 
into the secondary windings by 10%. Filament and plate voltages drop. 
However, the compensating bridge network increases the amount of signal 
applied to the tube. The meter reading will drop very little if the tube has 
sufficient reserve to continue to operate normally at reduced heater voltage. 
In fact, some meter readings will actually increase slightly due to the small 
increase in signal level. If the meter reading does not drop, the tube is in 
excellent condition. But if the tube under test has a depleted space charge, 
a large drop will occur in the meter reading. A drop of 25% of the normal 
meter reading indicates that the tube is reaching the end of its useful life 
and should be replaced. 

The LIFE TEST switch must be held in the ON position during the 
test. It is spring loaded and returns to the OFF position when released. 
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Piggrc 11, ProgroiWHi^d T#stifig 



PROGRAMMED TESTING 

Switches No. 1 thru 14 set up the test connections for testing tubes in 
the programmed section of the tube tester. These program switches are set 
as listed in the tube chart. Each of these switches has seven positions 
labelled •, A, B, C, D, E and F. Switches No. 1 thru 12 set up the function 
for each pin of the tube; switch No. 1 selects the function of pin 1 of the 
tube, switch No. 2 selects the function of pin 2, etc. The first position of 
each switch, marked with a dot (•) is the off (open-circuited) position. 
It is used when no connection is to be made to that pin. For e.xample, 
when testing a 7-pin tube, switches No. 8 thru 12 are plated In the • posi- 
tion. The open-circuited position is also used if the pin has no internal 
connection in the tul>c or the pin is intentionally excluded from a test 
(such as in multi-section tubes where each section is programmed and 



20 







tested separately). Positions A thru F of these switches are explained in the 
accompanying table. 

The RFSFd' mechanism is mechanically linkctl to switches No. 1 ihru 
12. Pulling the lever to the RFSFT j^osition returns all 12 switches to the 
• position in one easy motion. "1 his leature is v'ery handy since it is usually 
easier and faster to set up each test from a standard position than from 
their previous random settings. It is also safer, because there is less chance 
of inadvertently leaving a switch in the wrong position which could dam- 
age the tube or the tester. There's a definite detent at each switch position. 
By always starling at the • position; it is easy to “feel" the proper setting 
of each switch, without undue reading of the panel markings. For exam- 
ple, if the chart says that switch No. 1 should be set to position C, the 
switch should be pushed to the third notch which is easily felt as the 
switch lever is moved. Meanwhile, the user may continue reading the chart 
for the next switch position. 

Switch No. 13 sets the bias for the tube being tested. Correlation of 
switch positions A thru F to the actual bias voltages is given in an accom- 
panying table. 

Switch No. 14 selects the type of test to be performed. This selection 
determines the type and values of plate voltage to match the tube being 
tested. 



Switches. No. 1 thru 12 



POSITION 


FUNCTION 


REMARKS 


• 


open-circuited 


off 


A 


heater 




B 


heater 




C 


cathode, suppr^or grid 


ground 


D 


screen 


100 V 


E 


grid 


bias set by switch No. 13 


F 


plate 


set by switch No: 14 
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Switch No. 13 



POSITION 


FUNCTION 


REMARKS 


• 


open-circuited 


off 


A 


low bias (0.5 V) 


1.5 VAC signal 


B 


- 2.5 V 


1.5 VAC signal 


C 


- 7.5 V 


1.5 VAC signal 


D 


high bias (— 19.5 V) 


1.5 VAC signal 


£ 


high signal 


35 VAC signal 


F 


high VAC no VAC 





Switch No. 14 



POSITION 


FUNCTION 


REMARKS 


• 


open-circuited 


oft 


A 


G,, 


190 VDC 


B 


diode 


35 VAC, current limited 


C 


rectifier 


35 VAC, current not limited 


D 


high voltage rectifier 


190 VAC 


E 


(current limited) 


190 VDC 


F 


low 


90 VDC 



TUBE CHART SUBSCRIPTION SERVICE 

The Tube chart lists over 2500 tube types. Included in the list are 
hybrid auto radio tubes, a wide assortment of tubes used in audio high 
fidelity equipment, and foreign tubes in addition to all the common tube 
types used in television and radio sets. 

To keep your chart up to date, it is recommended that you subscribe to 
the B & K chart mailing service. II you do not wish to use this subscription 
service, the latest available chart may be purchased at any time from the 
factory. Please include the Model and Serial number of your instrument. 

Address requests to: 

Service Department 

B&K Division of Dynascan Corporation 
2815 Irving Park Road 
Chicago, Illinois 60618 
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CV TUBE TYPE CONVERSION 

All CV (Commomveahh Valve) lube types of British origin are now 
discontinued or converted to the European common market numbering 
system. Test data m the tube chart is for the latter numbering system. 
For all CV tube types, use the following conversion chart and test as in- 
structed for the equivalent type. 



CV Type Equivalent 



CV131 =6CQ6 
CV133 =6C4 
CV136 = 6AM5 
CV138 =6AM6 
CV140 = 6AL5 
CV216 =0D3 
CV283 =6AL5 
CV450 = 6CN6 
CV452 =6AT6 
CV453 = 6BE6 
CV454 =6BA6 
CV455 = 12AT7 
CV491 = 12AU7 
CV492 = 12AX7 
CV493 =6X4 
CV511 =6V6 
CV538 = 12SA7 
CV544 - 12SK7 
CV547 = 12SQ7 
CV551 =25C6 
CV552 =25L6 
CV553 =25L6 
CV554 =6H6 
CV559 =25Z6 
CV561 = 35L6 
CV562 =35L6 
CV565 = 35Z3 
CV567 = 35Z5 
CV568 = 35Z5 
CV571 =50L6 
CV572 = 6X5 



eVType Equivalent 



CV573 = 6X5 
CV574 = 6X5 
CV575 = 5U4 
CV578 = 6A8 
CV579 =6A8 
CV580 = 6A8 
CV581 = 6C5 
CV582 = 6C5 
CV583 =6C5 
CV586 =6L6 
CV587 =6Q7 
CV588 =6Q7 
CV589 =6Q7 
CV590 = 6SJ7 
CV59I =6SJ7 
CV592 =6SJ7 
CV593 =5Y3 
CV594 =6SH7 
CV595 =6SH7 
CV657 =6J7 
CV660 =6AC7 
CV661 =6AB7 
CV664 =9002 
CV665 =9003 
CV686 =OC3 
CV692 =OZ4 
CV694 = 12SG7 
CV697 = 12SJ7 
CV698 = 13SJ7 
CV700 = 12SR7 
CV703 = 6K8 



CV Type Equivalent 



CV706 = 6U7 
CV717 =5R4 
CV723 = 1619 
CV726 = 35Z3 
CV728 = 1P5 
CV729 =5V4 
CV731 =6F6 
CV732 =6W4 
CV747 =6AC7 
CV753 = IA3 
CV755 = 1A5 
CV756 = 1A5 
CV760 = 1B7 
CV764 = 1D5 
CV768 = 1F5 
CV770 = 1F7 
CV772 = 1G6 
CV773 = 1G6 
CV775 = ILA6 
CV776 = 1LB4 
CV777 = 1LC5 
CV778 = 1LC6 
CV779 = 1LD5 
CV780 =ILH4 
CV781 =1LN5 
CV782 = 1R5 
CV783 = 1S4 
CV784 = 1S5 
CV785 = 1T4 
CV786 = 1T5 
CV797 = 2D21 
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CV Type Equivalent 



CV805 


= 50Y6 


CV807 


= 3A4 


CV808 


= 3A5 


CV815 


= 3D6 


CV8I8 


= 3Q4 


CV819 


= 3Q5 


CV820 


= 3S4 


CV841 


= 5U4 


CV842 


= 5W4 


CV844 


= 6AC5 


CV845 


= 6AC5 


CV846 


= 6AC7 


CV848 


= 6AG5 


CV849 


~6AC7 


CV850 


= 6AK5 


CV851 


= 6B4 


CV852 


= 6C4 


CV858 


= 6J6 


CV862 


= 6L5 


CV865 


= 6SD7 


CV866 


= 6SJ7 


CV867 


= 6SR7 


CV873 


= 6ZY5 


CV876 


= 7A6 


CV877 


= 7A7 


CV878 


= 7A8 


CV879 


= 7B4 


CV880 


= 7B5 


CV881 


= 7B5 


CV882 


= 7B6 


CV883 


= 7B8 


CV885 


= 7C5 


CV886 


= 7C5 


CV887 


= 7C6 


CV890 


= 7E5 


CV891 


= 7E6 


CV892 


= 7E7 


CV893 


= 7F7 


CV894 


= 7G7 


CV895 


= 7H7 



CV Type Equivalent 

CV896 =7K7 
CV897 = 7J7 
CV898 =7N7 
CV899 = 7Q7 
CV900 =7R7 
CV901 =7Y4 
CV9I0 = 12A8 
CV916 = 12H6 
CV917 = 12J7 
CV9I8 = I2K7 
CV919 =12SF5 
CV920 = 12SF5 
CV921 = 12SF7 
CV922 = 12SH7 
CV924 = 12SL7 
CV925 = 12SN7 
CV930 =HF7 
CV939 =25B6 
CV945 =28D7 
CV946 =28D7 
CV995 =6AJ5 
CV1067 = 6J5 
CV1071 =5U4 
CV1074 ~ 6J7 
CV1268 = 5Y3 
CV1280=:6L7 
CV1285 = 6N7 
CV1301 =6H6 
CV1375 = 6BY7 
CV1377 = 5AR4 
CV1633= I2AT7 
CV1649 = 6C5 
CV1741 =6CA7 
CV1753 = 35A5 
CV 1757 = 9001 
CVI758 = 1L4 
CV1762 = 6AK6 
CV1763 = 6J4 
CVI777 = 7C7 
CV1784 = 6AK7 



CV Type Equivalent 



CV1790 = 7Z4 
CV1800= 1A7 
CV1802 = 1A7 
CV1803 = 1C5 
CV1805 = 1C5 
CV1811 = 1D8 
CV1818= 1H5 
CVI819 = 6P5 
CV1820= 1H5 
CV1821 = 1N5 
CV1823 = 1N5 
CV1824= 1Q5 
CV1826= 1Q5 
CV1829= 1T5 
CV1832 = 0A2 
CV1833 = 0B2 
CV1846 = 5T4 
CVI849 = 5W4 
CV1851 = 5X4 
CV1852 = 5X4 
CV1854 = 5Y3 
CV1856 = 5Y3 
CV1857 = 5Y4 
CV1862 = 6AQ5 
CV1863 = 5Z4 
CV1864 = 5Z4 
CV1873 = 6AB7 
CV1876 = 6AC7 
CVI878 = 6AD7 
CVI882 = 6AG7 
CV1893 = 6B8 
CV1894 = 6B8 
CV1895 = 0A3 
CV1902 = 6D8 
CV1908 = 6F5 
CV1909 = 6F5 
CV1910 = 6F5 
CVI911 =6F6 
CV1912 = 6F6 
CV1926 = 6G6 
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CV Type Equivalent 



C:Vi'J28 = ]2BA6 

= 6H6 

= OHG 
C\'1991 = 6H6 
CV1992 = 6 jo 
C\’ 19 ;>;> = Gj 5 
(;\-lu:i I =: (5 [5 

c;\’i = oj7 

= 6J7 
C\T:'97 = 6] 7 
CVIOjS = 6K6 
C\'IO.tO = hlvb 
CV 19-11 = 6K7 
CV1942 = 6K7 
CV1943 = 6K7 
CV1944 = 6K8 
CV1945 = 6K8 
CV1946 = 6K8 
CV1947 = 6L6 
CV1948 = 6L6 
CV1949 = 6D4 
CV1950 = 6L7 
CV1951 =6L7 
CV1956 = 6N7 
CV1957 = 6N7 
CV1958 = 6N7 
CV1959 = 50C5 



CV Type Equivalent 



CV1961 = 12AUG 
CV1962 = 6R7 
CV1963 = GR7 
CV1964 = 6R7 
CV190G = GSA7 
CV1967 = 6SA7 
CV1969 = 68C7 
CV1970 = 6SC7 
CV1972== GSF5 
CV1973 = GSF5 
CV1974 = GS7 
CV1975 = 6S7 
CV1976 = 6SA7 
CV1978 = 6SG7 
CV1981 ^ 6SK7 
CV1982 = 6SK7 
CV1985 = 6SL7 
CV1988 = 6SN7 
CV1990 = 6SQ7 
CV1991 = 6SQ7 
CV1993 = 6SS7 
CV1995 = 6ST7 
CV1996 = 6ST7 
CV2128 = 6AJ8 
CV2129 = 5763 
CV2370 = 3S4 



CV Type Equivalent 



CA2390 = :SA 1 
CA2900 = jo/A 
C\’2307 = lU-1 
(A'2:")L>2 = GASG 
CA’2524 = GAUG 
(A'2326 = GA\41 
(A '23 34 = 3GL.G 
(A'270t = 7F3 
(A'270G = 7C4 
(A'27l ! = IG14 
CA'271G = G8C7 
(A'2721 = GCjG 
C\'2748 = 3Z4 
CV2769 = 9006 
CV290I = 6267 
CV2938 = 6CA7 
CV2975 = 6BQ5 
CV2983 = 3V4 
CV2984 = 6080 
CV3512 = 5696 
CV3523 = 6146 
CV3798 = 0A3 
CV3799 = 0B3 
CV4007 = 5726 
CV4010 = 5654 
CV4018 = 2D21 
CV4024 = 620I 
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BIAS 

ADJUST 



SHORTS 

<\DJUST 



GRID EMISSION 
ADJUST 



SIGNAL VOLTAGE 
J ADJUST 
y (R2I) 



BRIDGE 

BALANCE 

(R4) 



Figur* 12. Parts and Adjustment Locations 
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SERVICING AND MAINTENANCE 



SERVICING 

The simplicity ol design, use of solid state circuits, ruggedness and 
dependability of this instrument gives long, maintenance-free operation. 
Servicing consists of occasionally wiping it free of dust and replacement of 
any broken or malfunctioning part upon failure to operate normally. Cer- 
tain parts such as bulbs and fuses are more subject to eventual failure. 
The locations of these components are shown in the accompanying figure. 

All necessary voltage readings are given on the schematic. If either of 
the No. 55 Pilot Lamps under the Socket Panel fails, both lamps must be 
replaced at the same time with a No. 55 type only. 

CALIBRATION 

Calibration should be checked occasionally to assure continued accuracy 
in testing. Accuracy of calibration is quick and simple to check. Recalibra- 
tion, when necessary, may be performed with simple test equipment found 
in any service shop. A good quality volt-ohmmeter or vtvm is the only 
instrument required. The calibration adjustments are shown and identified 
in Figure 12. 

A. SIGNAL LEVEL 

1. Connect a voltmeter between pin 1 of socket No. 1 and chassis 
ground (pin 7). If a volt-ohmmeter is used, connect a capacitor in 
series with the meter lead to block the dc bias voltage that is also 
present on the pin. (Capacitor should be 1.0 ihicrof^d or more 
@ 200V DC or more. Do pot u^ an electrolytic or polarized capacitor. 

2. Set the meter to a low ac voltage scale. A 5-volt or 5-v6lt scale is 
ideal. 

3. Press test 1 button. 

4. Adjust the signal level calibration potentiometer R21 for 1.5 volts 
ac rms. 

B. BIAS VOLTAGE 

1. Connect the voltmeter to measure the dc voltage at pin 1 of socket 
No. I with respect to chassis ground (front panel or pin 7 of socket 
No. 1). 

3. Adjust the bias potentiometer R17 for 2.5 volts dc. 
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C. MKTER BRIDGE BALANCE 

1. Connect a lOK ohm 5 watt resistor between pins 2 ami 5 oi socket 
No. E 

2. Adjust sensitivity control to 100. 

0. Press the TEST 1 button. 

4. Adjust the meter bridge balance potentiometer R4 for an exact zero 
reading on the BAD-P-GOOD meter. 

D. SHORTS SENSITIVITY 

1. Connect a 1 megohm resistor between pins 2 and 5 of socket No. 1. 

2. Press the SHORTS button. 

3. Adjust the shorts sensitivity potentiometer R20 so the SHORTS 
light just comes on. 

E. GRID EMISSION SENSITIVITY 

1. Connect 100 megohms resistance between pins I and 7 of socket 
No- I. 

2. Press the GRID EMISSION button. 

3. Adjust the grid emission sensitivity potentiometer RIO so the meter 
reads at the upper edge of the green segment of the GRID EMIS- 
SION'REJECT scale. (100 megohms may be obtained by simply 
connecting five 20-megohm resistors in series or ten 1 0-megohm 
resistors in series, etc.) 
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MODEL y/<7B 

ADDENDUM TO INSTRUCTION BOOK 

This latest 7^t7B Tube Tester features a built-ln overload circuit protector. The cir- 
cuit breaker replaces a fuse which was used on the earlier models. It provides pro- 
tection for internal parts if there Is a short across the heater terminals of the tube 
socket. This could happen due to a shorted tube, but, more likely, would happen due 
to inserting a tube into the wrong socket. With a short, the circuit breaker will 
automatically open. When the circuit breaker trips, you will hear a slight "click". 

It can not be reset unless the short circuit is first removed. 

In testing a tube, if the filaments of the tube do not light up, remove the tube from 
the socket, reset the circuit breaker by momentarily depressing the red reset button 
located in the lower lefthand area of the panel, and reinsert the tube in the proper 
socket (rccheck tliat the proper socket is being used). 



1(91-162-9-00 ) B 




B ^ K MODEL 747 PARTS LIST B & K MODEL 747 PARTS LISl 

4ee'104>9>002D 488-104-9-002D 



CO < 



CD 

Pi 

o 

l-H 

CJ 

< 

< 



O I- 

o 

'o .ti 

CB o 

tx a 
a D< 

O a 






O 



^ S 

— <N 



O ^ 

oo 

OJ 



CD 

Pi 

o 

H 

CD 

CD 

Pi 

CD 

a 

Q 

O 



CO o 

»-H 

o o o 



a 00 

•-H lo 

B lO o 
-+l 

d) '' u- 

t3 



0>W 

rH Q> 
M (U ^ 

ao a 

Wq-2 
fl a 



;« O,’" 

COCSJt-' 



o o cn cn cn 

CD lO 



o o o o o 

o o o o o 



2 

o 

Pi 

H 

z 

o 

u 



CD o 

Pi ^ 



a 
o 
2 
< 

SCQ 

(/i 

"m P 
Kp 

05 >— ( 

s« 

gP 

o 3 "o 



O 

H 

CD 

CD 

a 

Pi 



■§^ 

UD 



IpLiCQ 



O So 



^“C'l -O*-* fe? 

c ^ -m " cn ^ *>— > 




lo o PC r- 



CD C 5 CD 

ro q6 

O C — 1 
o c 

-C- — CD 
CO C5 'JO 

coo 



s 

CD o 
CD CD 
CD CD 
O ^ 
O ^7 
CO CO 
CO °o 
c o 



a 



CX4 


CD 




fu 




Z'l 




n 


o ^ 

1^0 

fe-2 

o 3 


u 

B 

.a 

m 


u 

3 

bw 



5 ffi 



o J ^=3 c 3 

s §-•« 

Qjc^Jp< 3 coh 

PtI C >n J3 ^ 

i -2 aS^W 

j> w .ti t3 CC 

0 3< 

%r^m 3CQCQ 

m2 ff«a 

■sSs-iga 

o 9H o 

cocoKOi |5 



CD 



1 C^) t-h 
O O 
> O O 



T— < *-^ r— « Cj 

o o o o o 

o o o o o 



* CO uo o ■ 



O CO r-- CO TT CM (M 
00000—0 
o o o o o o o 



CO ' 
O CO 

o o 
' xo O 
O CM 
O CO 



0 0^00 
CO CO 00 CM CM 
CO 07 CO ^ 



f- CSJ 



<< 

coco 

oo 



a £-5 5 

bi).- 'S bo to 

a:^§alp 4 
0-2 (X 
gw qSS 

CD -23 _0 o 

3^^ 6C0C0 

<< ^<< 

CO W O P3 IXI 

>>«>> 

O S ® 



\^>> 



-Q a gop s a 




CO CO lO CO 



J 3 ^ 3 « 

_0 ^ O f~t ^ 

w ^ -a 



X 
o 

^ HH 

*S 

° gw 

t. o> 




til o 

X o 

tn • 

O ^ 

O. K 

s 

O O' 



Cl fi 



q> <u 



aS§gSS}o§|o^l 

fl3sna‘oi>.^ oo 

pL^lx^C^a Z a 



T3 

►h 5 > ^ 

Wo© 
a s a g 
SpqSopp 



2 £ 



t> 
lO CD 
66 



«V® 

c{oo 

>—1 

QidQcy 



CO lO I~I 



CO 

IM 



Kiu p5p: piKcn 05 



T-i CN CO U5 

6666 6 



• I f-i 

^-^DJCO-^pHp ' 



eOeOr-li-lr-tr-tr-lCO 

OOQOOOOO 

CDCROOCDCDOO 

o>o)0)0)Odo>o)6 

Pcmo'<t''^*eocDCj 

'0 r-t CO CD O 
50000 



oooo< 

8 ’ o6 OS 
O 't 

CD CD t> t> 



OS OS OS OS 
■<# ■'If 

r'» t> b- 



ooo< 
ooo< 
6 OS OS < 

' 4*66 

t>CDCO 

ooo 
6 oos 

t> t> 



CO CO o 
t>Or-l 

ooo 

Tt tOlO 
b- t-r- 



Ir-tWr-l 

>ooo 

>OCDO 
5 OS OS OS 

rAricq 

® 2 S 

ooo 
lO t> 

r-r-eo 



O t-I(N 

8 00 
oo 



b-useo 

Wi-io 

OiHCD 

ticDCD 

OSOQUD 









<=3 



2p3 



eo-->. 

<^P 5 

o 80 

cq< 

-O 

OS5-» 

Q 



-=H= 

-<N S 

^“=»'cg|sf|- 5 ||- 3 §>| 

o’ ’-«§ 

8 =:s aij c-wi 

^ O |0 a 

a a-J.S-S g ^ 3 'a > Mg 
“ 8| o^-So « § g c C 



i3,S “'Srn^Orr 2 ° .Q O-a^HtH 

o“<ua«,-’ aM'-KZK 
a 9jr« .4D-«_§.S ajD^ o mK 



rilS 



P 3 



. s 

a a 



K 
O 
h 
< 
o 

t— t 

Q 
Z 

hH 

h 
P 5 
O 
ffi 

aS. 

3 

CB C3 

o 

a o S c - 

•-Dp r 2 

a (yO’op 

a-7- o n CO 

^'2'S a 
a <y 3 c a 



.2 

>5 



t3 

© 



.a 



TJ 

3 



a .S 



° ’-2 

C/5 Co 

B 

0) 05 

'- -3 



TD 3 

g 'i 

6 o 



S O 

.2 '© 



O, 00 

2 

S ’3 
© a 
"a o. 

3 B 

o 



P 

d 

d 



B S 

2 -J5 






o a 
> 3: 
3 



— D t/5 



a 

a 



-2 

'H. 

a 

Ih 

to 

-S 



< o 

X >- 



O 



CD 



3. 

CD 




^QTCS 

I AU- ftCSiSTOA VACUeS N 
CHMS;<(-IOOO OHMS 
OHMS, 

2. RESISTORS ARE l/2W**0% 
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SRCCiriED. 

3. ALL CAPACrTORS ARE IM 
MICROFARADS. 

4. S5 SHOWH IN EXTREME 
C.CW ROSiTIOM. 

5. S3 LEVER SWITCHES 
SHOWN IN RESET 
ROSITlOH 

6. ALL pushbuttons 
SHOWN IN NORMAL UP 
POSITION. 

T. $1 SHOWN IN ’OfT* 
POSITlOH 

9 S2 SHOWN IN 'normal* 
POSITION. 

S. VOLTAGES INOICATEO 
ARC FOR reference 
ONLY, measured with 
AN AC VTVM. FOR 
calibration. REFER TO 
CAUBRATION PROCE- 
DURE OF THE /NSTROC- 
TION manual 

10 WIRE COLORS INDICATED 
IN parenthesis (YCLI. 

11 PRINTED CIRCUIT board 
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488-104-9-001 f 
MODEL 747 














ENJOY YOUR BOOKS 




PLEASE VISIT OUR STORE FOR EVEN MORE GREAT 

STUFF! 

WWW.EVERYTHI NG4LESSSTORE.COM 



ALL MATERIALS I NCLUDI NG CD/ DVD AND PDF 



WWW.EVERYTHI NG4LESSSTORE.COM VON 
WALTHOUR PRODUCTIONS AND MAY NOT BE 
REPRODUCED, COPIED OR RESOLD UNDER ANY 
CIRCUMSTANCES. YOU MAY HOWEVER MAKE A 
COPY FOR YOUR OWN PERSONAL BACKUP. 
MATERIALS ARE FOR PERSONAL USE ONLY. 

I F YOU PURCHASED THI S FROM ANYWHERE BUT 
FROM US PLEASE NOTIFY US IMMEDIATELY SO 
THAT WE MAY CHECK I F YOU PURCHASED FROM 
AN AUTHORIZED RESELLER SO WE CAN LET YOU 
KNOW I F YOU NEED TO RETURN FOR FULL REFUND 
FROM AN UNAUTHORIZED SELLER. 

THANKS AGAI N AND PLEASE TAKE THE Tl ME TO 

VISIT OUR STORE. 

ATTENTION! EVERYTHING ON SALE NOW!! 
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HOT SALE! 
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